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McConnel’s new high-performance Seedaerator
helps farmers and contractors reap all the
benefits of the strip till revolution – improving
soil structure, lowering costs and delivering
sustainable intensive farming without
damaging the environment.

This innovative new machine delivers single-
pass dril l ing straight into previous crop
residues – saving time, money and fuel costs
while maintaining crop yields in even the most
challenging weather and soil conditions.

Improves soil structure

Improves organic activity

Increases nitrogen release

Improves drainage and moisture retention

Dramatically reduces compaction levels

Single-pass cultivation slashes fuel consumption

and leads to a reduction in man-hours

Proven to thrive in wide variety of soil and

weather conditions
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KEY FEATURES
External seed distribution head 

Large, easy access
rear platform 

Road lighting kit

3.0m working width
with 9 sowing bands

Adjustable rear press
wheel tension. (Patent
application GB1309979.1)

Hydraulically driven fan 

150mm seed
band width

Heavy-duty levelling
harrow as standard

700mm stagger for
maximum trash flow 

Contour-following rear press
wheel and seed coulter  

Seed coulter depth can be adjusted
from 25mm to 150mm in 12mm
increments 
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Heavy-duty marker arms
featuring pneumatic tyre,
spring tine and shear bolt
protection 

Auto-reset coulter
breakback system 

Press wheels distribute weight
evenly and ensure consistent leg
and coulter depth 

Replaceable winged point and shins

Steel tube frame minimises soil and trash
build-up and aids material flow in cover crops 

Nine leading legs cultivate only the
seed root zone and leave the soil
structure undisturbed between bands

High ground clearance and wide leg
spacings ensure excellent trash flow 

Working depth from 100mm to
300mm in 50mm increments 

3-point linkage mounting

Unique sliding hopper lid for
easy loading and access

600kg or 1,250kg hopper capacity

Easy access and simple seed
rate calibration

Radar monitoring and variable
seed rate control.

S
E
E
D

A
E
R

A
T
O

R
 S

T
R

IP
 T

IL
L
 D

R
IL

L

171



Seedaerator
Strip till drill

172

Low-disturbance leading legs working only the
soil where the seed will be placed

A large pneumatic, cleated tyre firms and tills
the soil

  Stage 1   Stage 2

Cultivating the land in strips ensures the
adjoining soil structure is left undisturbed
and crop residues remain on the surface to
decay – releasing nutrients back into the
ground and creating a living biotic soil with
high levels of organic activity.

This method protects the soil from the
elements and delivers improved soil quality,
aeration, water percolation and moisture
retention, creating a perfect environment for
crop growth.



S
E
E
D

A
E
R

A
T
O

R
 S

T
R

IP
 T

IL
L
 D

R
IL

L

173

Contour following seed coulter places the seed
in a 150mm wide band at a consistent depth 
for uniformed germination

Pressure adjustable, rear press wheels firm 
soil for excellent seed-to-soil contact

Heavy-duty, levelling harrow can be used to
create an even finish

  Stage 3   Stage 4   Stage 5
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  Cereals   OSR
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  Pulses   Cover crops


